
 
 

 

 
 

B737-406 
PH-BDW 

MSN 24858 
 

SPECIFICATION SUMMARY 
 

Contact: 
 
Airlift USA  
Telephone: 210-366-8766  
Fax:  210-366-3043  
Email:  jfoody@airliftgroup.com 
 
 
SPECIFICATIONS AND/OR DESCRIPTIONS ARE PROVIDED AS INTRODUCTORY INFORMATION ONLY AND DO NOT 
CONSTITUTE REPRESENTATIONS OR WARRANTIES OF AIRLIFT USA OR ITS CLIENTS.  ACCORDINGLY, YOU SHOULD 
RELY ON YOUR OWN INSPECTION OF THE AIRCRAFT.  ANY PROPOSED TRANSACTION IS SUBJECT TO FINAL EXECUTION 
OF A CONTRACT ACCEPTABLE IN FORM AND SUBSTANCE TO AIRLIFT USA, ITS CLIENTS AND THEIR COUNSEL.  
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AIRCRAFT IDENTIFICATION 

Manufacturer: Boeing  

 

Type & Model: 737-406 

Serial Number: 24858 

Manufacturer Date: August 1990 

Line / Variable Number: 1903 

Current Registration: PH-BDW 

Country of Registration: Netherlands 

Last Operator: KLM 

 

 

PREVIOUS OPERATORS 

KLM Royal Dutch Airlines Manufacture to Present 

 

 

AIRFRAME STATUS as of 16
th

 November 2010 

Total Airframe Hours: 47,918 

Total Cycles: 34,373 

Utilisation Ratio FC : FH 1:1.39 

“D” Check Due:  55,717 

 

 

AIRCRAFT MAINTENANCE PROGRAM 

Airworthiness Authority Approval: FAA 

Check Type Never Exceed Period Time at Last Check Next Scheduled Check Due 

 FH Flight Hrs Flight Hrs 

“C” Check 4000 46,831 50,831 

“D” Check 24,000 31,717 55,717 

Aircraft will be delivered with a fresh C Check 

 

 

OPERATING WEIGHTS 

Maximum Taxi Weight: 150,500 lbs 

Maximum Take-Off Weight: 150,000 lbs 

Maximum Landing Weight: 124,500 lbs 

Max Zero Fuel Weight 117,000 lbs 

 

 

FUEL DATA 

Max Fuel (Kg) 16,139 
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ENGINE DATA – as of 16
th

 November 2010 

Engine Manufacturer: Engine Type and Model: 

CFM CFM56-3C1B2 CFM56-3C1B2 

Current Thrust Rating 22,000lbs  22,000lbs 

Engine Position: 1 2 

Engine Serial Number: 726354 723310 

Engine Total Time (Hours): 41,619 43,047 

Engine Total Cycles: 29,882 32,451 

Time since LSV: 7,574 3,765 

Cycles since LSV: 5,864 2,921 

Limiter : 9,746 9,141 

 

APU – as of 16
th

 November 2010 

Part No. 38000516-1 

Serial No. P40118 

TSN 21,411 

TSLSV 79 

APU/Aircraft Ratio 0.573 

 

LANDING GEARS – as of 16
th

 November 2010 

Nose Landing Gear 

Part Number: 65-73762-20 

Serial Number: CPT0088ET 

Overhaul Interval: 96 Months 

Last Overhaul: 26-Feb-2006 

Months Remaining 40 

Main Landing Gear Left Hand Right Hand 

Part Number: 65-73761-119 65-73761-120 

Serial Number: MC03459P1768 MC03460P1768 

Overhaul Interval: 96 Months 96 Months 

Last Overhaul: 30-Aug-2007 31-Aug-2007 

Months Remaining 58 58 

 

 

 

LOPA 

Total Seats Certificated for Type:  149  

Present Configuration: C 39 Y 108 

Galleys: 4 Lavs: 3 
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AVIONICS EQUIPMENT 

 

 

SYSTEM VENDOR MODEL 

HF TRANSCEIVER Provisions Provisions 

ADF RECEIVER Collins 51Y-7 

ATC MODE “S” TRANSPONDER Collins TPR720 

AUTO PILOT SYSTEM Sperry SP-177 

ALTIMETER Harowe 2056001 

CADC Honeywell HG480B40 

DIGIT FLT DATA RECORD. 

SYST 
Sunstrand 980-4100-DXUS 

DME Collins 860E-5 

EFIS Collins EFIS-700 

ELT Artex Artex 406 

FMS Smiths 2577B 

GPWS Allied Signal MK V 

MARKER BEACON RECEIVER Collins 51Z-4 

RADAR Sperry WRT-701X 

RADIO ALTIMETER Thales TRT 

TCAS Honeywell RT910 

VHF TRANSCEIVER Collins VHF700 or 618M-15 

VHF NAV RECEIVER Collins 51RV-5B 

VOICE RECORDER Fairchild A100 

 

 

 




